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CONSTRUCTION DETAILS
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— _ _ @ USE EXISTING CONTROLLER.
— W EXISTING GEOMETRICS —— INSTALL 12 iN. X 27 FT.STEEL POLE WITH 38 FOOT MAST ARM, (CUT AND
Ui _) g CAPPED TO 30 FOOT) SIGNALS, SIGNS, 20 FT.STREET LIGHTING
~ ) ARM WITH 250 WATT LUMINAIRE, (NOTE: ONE-3 IN, SCHEDULE 80
®, PROPOSED GEOMETRICS ] 90 DEGREE PVC ELBOW, 4 - I'/z IN. X 60 IN. ANCHOR BOLTS).
E 4 C © INSTALL 12 IN. X 27 FT.STEEL POLE WiTH TWIN 50 FOOT MAST ARM, SIGNALS,
E— SIGNS, 20 FT.STREET LIGHTING ARM WITH 250 WATT LUMINAIRE.
S PROPOSED GEOMETRICS \ (NOTE: ONE-3 IN. SCHEDULE 80 90 DEGREE PVC ELBOW, 2 IN. X 90 IN,
- — = ANCHOR BOLTS. PLACE ONLY ONE MAST ARM FOR WESTBOUND APPROACH).
EXISTING 4 @ USE EXISTING ELECTRICAL HANDHOLE.
GEOMETRICS
" (E) USE EXISTING CONDUIT.
(F)  USE EXISTING LOOPS.
@ INSTALL 3 INCH PVC CONDUIT SCHEDULE 80 - TRENCHED.
@ USE EXISTING PAVEMENT MARKING (STOP LINE).
@ USE EXISTING LUMINAIRE.
EXISTING RIGHT OF WAY
@ INSTALL % IN. DIA, TEMPORARY SPAN WIRE WITH SIGNAL HEADS AND SIGNS.
® REMOVE EXISTING SIGNAL POLE, SIGNALS, SIGNS, AND ALL ASSOCIATED EQUIPMENT.
GENERAL NOTES
. PAVEMENT MARKINGS ARE NOT TO BE INSTALLED UNTIL LOOP DETECTORS AND
CONDUIT INSTALLATION ARE COMPLETE.
2. THE CONTRACTOR SHALL CONFIRM GEOMETRICS PRIOR TO THE INSTALLATION OF
THE SIGNAL EQUIPMENT.
3. PAVEMENT MARKING DETAILS ARE PROPOSED AND SHALL BE INSTALLED BY THE
CONTRACTOR IN ACCORDANCE WITH S.H.A. STANDARDS.
4, SEE SIGNING AND PAVEMENT MARKING SHEET FOR ADDITIONAL STRIPING.
5. STREET NAME AND ROUTE MARKER SIGNS ARE TO BE INSTALLED PARALLEL TO THE
ROADWAY.
6. ALL SIGNAL EQUIPMENT TO BE INSTALLED TO FINAL GRADE.
7. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND
MAY NOT BE COMPLETE. THE CONTRACTOR SHALL NOTIFY MISS UTILITY PRIOR TO THE
CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN UTILITIES WILL OCCUR, THE CONTRACTOR SHALL REVISIONS APPROVALS
NOTIFY THE PROJECT ENGINEER SO THAT THE CONFLICT MAY BE RESOLVED. P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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